Seasonal space heating efficiency class!
Nominal heat output at 80/60°C
Minimum heat output at 80/60°C
Nominal heat output at 50/30°C
Minimum heat output at 50/30°C
Nominal heat input full load Net
Minimum heat input full load Net

Efficiency at 80/60°C full load Net/Gross
Efficiency at 50/30°C min load Net/Gross

Efficiency at 30°C return 30% load Net/Gross
Gross seasonal efficiency?

Gas consumption max/min nat gas G20

Gas consumption max/min LPG G31*

Gas inlet pressure max/min nat gas G20
Gas inlet pressure max/min LPG G31*
NOx annual emissions (EN 15502)3
BREEAM Credits*

Flue gas temperature at 80/60°C full load
Max. permissible flue resistance

Water pressure max/min

Maximum temperature setpoint

Water flow at AT=20K

Residual head of pump at AT=20K
Water flow at AT=25K

Residual head of pump at AT=25K
Minimum water flow rate

Electrical connection

Electrical power consumption (230V 50Hz)
boilerincluding pump

Electrical power consumption (230V 50Hz)
boiler excluding pump

Sound power level

Weight (empty)

Water content

Dimensions

Water connections flow/return
connections®

Gas connection®

Flue gas connection (concentric)
Room sealed using separate exhaust and
combustion air supply connections
Condensate connection

Depth

Width

Height (excl. connections)

1 In accordance with directive 2010/30/EU and regulation (EU) 813/2013

kw
kw
kw
kw
kw
kw

%
%
%
%
m?h
kg/h

mbar
mbar
mg/kWh

A
56.9
14.7
62.5
16.1
57.9
14.9

98.2/
88.5

108.3/
97.6

109.3/
98.5
96.6
6.13/
1.57

4.74/
1.22

25/17

2.7

62
161
6.0/0.7
90
0.68
29.6
0.54
49.54
0.18
230

126

51

61.5
73
93

on

11/4"

100/150

2x100

35.5
595
530
1050

A
65.4
14.6
71.9
16.1
66.7
14.9

98.0/
88.3

108.2/
97.5

109.2/
98.4
96.5
7.06/
1.57

5.46/
1.22

25/17

22.4

61
156
6.0/0.7
90
0.78
14.8
0.63
37.34
0.17
230

137

62

65.0
73
DD

on

11/4"

100/150

2x100

5.9
595
530
1050

90.2 110.8 130.5
18.1 14.7 14.6
98.8 121.9 142.1
19.8 16.1 15.9
92.3 112.8 1332
18.5 14.9 14.9
G771 98.2/ 98.0/
88 88.5 88.3
107.3/ 108.5/ 107.1/
96.7 97.8 96.5
108.9/ 109.3/ 109.2/
98.1 98.5 98.4
96.2 96.6 96.5
9.77/ 11.94/ 14.10/
1.95 1.57 1.57
7.56/ 9.24/ 10.91/
1.51 1.22 1.22
25/17 25/17 25/17
57.5-42.5/35-25
22.7 22.7 23.7
2 2 2
71 62 68
243 143 200
6.0/0.7 6.0/0.7 6.0/0.7
90 90 90
1.08 1.32 1.56
0 262 6.5
0.87 1.06 1.25
16.75 47.49 32.06
0.22 0.18 0.17
230 230 230
120 314 418
33 164 268
60.3 67.3 70.3
80 127 127
13.9 16.8 16.8
2" 2" 2"
11/4" 11/4" 11/4"
1007150 100/150 100/150
2x100 2x100 2x100
35.5 35.5 5.9
675 595 595
530 690 690
1050 1050 1050

2 In accordance with equation 2 in the Non-Domestic Building Services Compliance Guide

3 NOx values are calculated on GCV
4 BREEAM UK New Construction 2018

5 With optional Water/Gas Connection Kit the connections size decreasesto 1 1/2"

6 With optional Water/Gas Connection Kit the connections size decreases to 1"

* | PG models available from 2021

155,
14.6

170.4
16.0

158.8
14.9

97.9/
88.2

107.6/
96.9

109.1/
98.3
96.4

16.80/
157

13.01/
1.22

25/17

22.6

72
215
6.0/0.7
90
1.86
8.0
1.49
34.45
0.17
230

464

290

67
132
21.3

on
11/4"

2x130

35.5
675
690
1050

180.3
18.1

196.9
19.7

184.5
18.5

Q1.7
88

107/
96.4

108.9/
98.1

96.2

19.52/
195

15.11/
1.51

25/17

23.6

71
265
6.0/0.7
90
2.16

1.73
15.66
0.22
230

450

276

63.4
140
25.8

on

11/4"

2x130

35.5
675
690
1050



Seasonal space heating efficiency class! -

Nominal heat output at 80/60°C kw
Minimum heat output at 80/60°C kw
Nominal heat output at 50/30°C kw
Minimum heat output at 50/30°C kw
Nominal heat input full load Net kW
Minimum heat input full load Net kW
Efficiency at 80/60°C full load Net/Gross %
Efficiency at 50/30°C min load Net/Gross %
Efficiency at 30°C return 30% load Net/Gross %
Gross seasonal efficiency? %
Gas consumption max/min nat gas G20 m?h
Gas consumption max/min LPG G31* kg/h
Gas inlet pressure max/min nat gas G20 mbar
Gas inlet pressure max/min LPG G31* mbar
NOx annual emissions (EN 15502) mg/kWh
BREEAM Credits* -
Flue gas temperature at 80/60°C full load *C
Max. permissible flue resistance Pa
Water pressure max/min bar
Maximum temperature setpoint °C
Water flow at AT=20K I/s
Residual head of pump at AT=20K kPa
Water flow at AT=25K I/s
Residual head of pump at AT=25K kPa
Minimum water flow rate I/s
Electrical connection \

Electrical power consumption (230V 50Hz)

boilerincluding pump w
Electrical power consumption (230V 50Hz)

boiler excluding pump

Sound power level dB(A)
Weight (empty) kg
Water content |
Dimensions

Water connections flow/return )
connections®

Gas connection® -
Flue gas connection (concentric) mm
Room sealed using separate exhaust and
combustion air supply connections mm
Condensate connection mm
Depth mm
Width mm
Height (excl. connections) mm

A
56.9
14.7
62.5
16.1
57.9
14.9

98.2/
88.5

108.3/
97.6

109.3/
98.5
96.6
6.13/
1.57

4.74/
1.22

25/17

2.7

62
161
6.0/0.7
90
0.68
29.6
0.54
49.54
0.18
230

126

51

61.5
73
93

on

11/4"
100/150

2x100

35.5
595
530
1100

1 In accordance with directive 2010/30/EU and regulation (EU) 813/2013

2 In accordance with equation 2 in the Non-Domestic Building Services Compliance Guide

3 NOx values are calculated on GCV
4 BREEAM UK New Construction 2018

A
65.4
14.6
71.9
16.1
66.7
14.9

98.0/
88.3

108.2/
97.5

109.2/
98.4
96.5
7.06/
1.57

5.46/
1.22

25/17

22.4

61
156
6.0/0.7
90
0.78
14.8
0.63
37.34
0.17
230

137

62

65.0
73
DD

on

11/4"
100/150

2x100

5.9
595
530
1100

5 With optional Water/Gas Connection Kit the connections size decreases to 1 1/2"

6 With optional Water/Gas Connection Kit the connections size decreases to 1"

* | PG models available from 2021

90.2 110.8 130.5
18.1 14.7 14.6
98.8 121.9 1421
19.8 16.1 15.9
92.3 112.8 138.2
18.5 14.9 14.9
G771 98.2/ 98.0/
88 88.5 88.3
107.3/ 108.5/ 107.1/
96.7 97.8 96.5
108.9/ 109.3/ 109.2/
98.1 98.5 98.4
96.2 96.6 96.5
N/ 11.94/ 14.10/
1.95 1.57 157
7.56/ 9.24/ 10.91/
1.51 1.22 1.22
25/17 25/17 25/17
57.5-42.5/ 35-25
22.7 22.7 23,7
2 2 2
71 62 68
243 143 200
6.0/0.7  6.0/0.7  6.0/0.7
90 90 90
1.08 1.32 155
0 26.2 6.5
0.87 1.06 125
16.75 47.49 32.06
0.22 0.18 0.17
230 230 230
120 314 418
33 164 268
60.3 67.3 70.3
80 127 127
13.9 16.8 16.8
2" 2" 2"
11/4" 11/4" 11/4"
100/150 100/150 100/150
2x100 2x100 2x100
35.5 35.5 35.5
675 595 595
530 690 690
1100 1100 1100

155,
14.6

170.4
16.0

158.8
14.9

97.9/
88.2

107.6/
96.9

109.1/
98.3
96.4

16.80/
1.57

13.01/
1.22

25/17

22.6

72
215
6.0/0.7
90
1.86
8.0
1.50
34.45
0.17
230

464

290

67
132
21.3

on

11/4"

2x130

35,5
675
690
1100

180.3
18.1
196.9
19.7
184.5
18.5
97.7/
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96.4

108.9/
98.1
96.2

19.52/
1.95

15.11/
1.51

25/17

23.6

71
265
6.0/0.7
90
2.16
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1100
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